
• Gas pipelines

• Gas storage facilities

• Pipelines and tank farms

• Process engineering

• Air separation units

• Teisan Compact Nitrogen (TCN)

• Oxygen

• Hydrogen

DANAÏS CRYO AIR
Butterfly Valve

More information
www.ksb.com/en-de

https://www.ksb.com/en-de/lc/D16A
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DANAÏS CRYO AIR – Butterfly Valve
Benefits

n Tight shut-off and reliable sealing to atmosphere
• Tight shut-off in both directions, at ambient temperature

as well as in cryogenic applications

• Fugitive emissions performance to ISO 15848-2 Class AH

• Installation in any position, even upside down

n Long service life
• Reduced abrasion thanks to the positioning of the seat in

the body

• Travel stop protects seat and valve disc should the actu-
ator not be properly installed.

• Lack of bracket prevents ingress of particles.

n Safety
• Assembled in clean room conditions

• Oxygen and hydrogen compatible grease

• Non-metallic material compliant with EIGA requirements
and approved by BAM/WHA

• Blowout-proof shaft

n Thermal insulation
• Consistent fluid temperature

• Flexible dimensions of neck extension, drip plate and bel-
lows

n Maintenance-free
• Maintenance-free packing

• No special tools required for seat replacement

Operating data

Characteristic Value
Nominal pressure Class 150

Nominal size 50 - 600 (2 - 24 inches)

Max. permissible pressure [bar] 16

Min. permissible temperature [°C]* ≥ -253

Max. permissible temperature [°C]* ≤ +200

Actuation at ΔP [bar] 16

Vacuum operation down to 0 bar absolute

Max. permissible flow velocity at op-
erating pressure

4 m/s for liquids

50 m/s for clean gases

Technical data

n Body type

• Wafer-type body

• Full-lug body

n Face-to-face length

• ISO 5752 Series 20

• ISO 5742 Series 25 for DN 80 and 350

• API 609-A Table 2 Cl. 150

n Actuators

• MS / MC

• ACTAIR EVO / DYNACTAIR EVO

n Automation

• Filter/regulator

• Solenoid valve

• Positioner

• Limit switches

• etc.

Materials

Component Material
Body Stainless steel ASTM A351 Gr. CF3M / CF8M

Shaft Stainless steel A479 Gr. 316L
Stainless steel ASTM A479 Gr. XM19

Valve disc Stainless steel CF8M /
1.4408 with Stellite hard-facing

Seat Copper, PFA

Note: ATEX design in compliance with the 94/9/EC Directive;
safety requirements in compliance with the 97/23/EC European
Pressure Equipment Directive

Combination options

Automation products
Pneumatic
actuators

Manual gearboxes

KSB SE & Co. KGaA
Johann-Klein-Straße 9 • 67227 Frankenthal (Germany)
Tel. +49 6233 86-0
www.ksb.com
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